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A
CONSTRUCTION DETAILS
A. REMOVE EXISTING SIGNAL HEAD AND INSTALL NEW BLACK FACED HEAD
E. REMOVE GROUND MOUNTED SIGN o S S N .
C. INSTALL POLE MOUNTED SIGN
D. INSTALL 6X30 (3-6-3 WINDING) LOOP DETECTOR ENCASED IN 'v4" FLEXIBLE TUBING . Ly
E. INSTALL 17 L1QUID TIGHT NON-METALLIC CONDUIT FOR DETECTOR SLEEVE
F. USE EXISTING HANBDBOX '
6. USE EXISTING CONDUIT
H. USE EXISTING SPAN WIRE
. RELOCATE EXISTING SIGN AS NOTED A 2~CONDUCTOR NO 14AWG
A. EQUIPMENT TO BE SUPPLIED BY THE ADMINISTRATION i i;gglungsgégiggg N
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1001 1 EA MAINTEMANCE OF TRAFFIC \ . ) MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
8021 140 LF FURNISH AND INSTALL SAW CUT FOR SIGNAL (LOOP DETECTOR)
8023 5 LF FURNISH AND INSTALL 1” LIOUID TIGHT NON-METALLIC CONDUIT FOR DETECTOR SLEEVE | | | | | o T e B Office of Traffic & Safefy
8040 450 LF FURNTISH AND INSTALL LOOP WiRE ENCASEL IN FLEXIBLE TUBING © INSTALL, N8 LOGE AND CONVERT ALL TRATIIC ENGINEERING DESIGN DIVISION
8041 725 LF FURNISH AND INSTALL 2-CONDUCTOR NO 14AWG ELECTRICAL CABLE (ALUMINUM SHIELDED)
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GAS MAIN 5084 28 EA FURNISH AND INSTALL 12" VEHICULAR TRAFFIC SIGNAL HEAD SECTION B INSTALL OPTICOM NB 5
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